Text book Assignment:

ASSI GNVENT 4

Associ at ed Launchi ng Equi prent, "

and "The Aircraft Launch and

Recovery Equi pnent Mai ntenance Program (ALREMP)"; chapters 5 and 6,

pages 5-1 through 6-20.

4-1.

4-2.

4-3.

4-4.

4-5.

4-6.

The Mk 7 Mod O JBD consists of a
total of how many watercool ed
panel s?

Si x
Two

Ei ght
Four

RN E

A total of how many hydraulic
cylinders are used to raise and
| ower each pair of JBD panel s?

Si x
Two
Ei ght
Four

Bwh =

The renovabl e nodul e assenblies are
attached to the JBD panel assenbly
by what devices?

el ds
Cl anps
Edge-fitted brackets
Screws

N

The JBD cool i ng water nust be
mai nt ai ned at what i ni nrum
pressure?

1. 60 ps
2. 70 ps
3. 80 ps
4. 90 ps

The emergency |owering hydraulic
bypass lines permt fluid to bypass
what conponent of the JBD hydraulic
syst en?

1. The lowering side of the
hydraul i c cylinder

2.  The solenoid manual override

3. The four-way control valves

4. The gravity tank

What devices control the flow of
cooling water through the M 7 JBD
panel nodul e assenblies?

1 Throttl e val ves

2. Vacuum breaker valves
3. Oifices

4, Manual hand val ves

4-7.

4-8.

4-9,

4-10.

4-11.

VWere is the Mk 7 JBD auxiliary

control panel |ocated?

1. At deckedge

2. In the retraction-engine
machi nery room

3. In the JBD machi nery room

4, At the catapult main contro
consol e

JBD control is transferred from the
portable control box to the
auxiliary control panel by what
switch?

1. A manual override swtch

2. The defeat interlock switch

3. The portable control box
suspend switch

4. Arotary type switch

In the event of an electrical power
failure, how may the M 7 JBDs be
rai sed or |owered?

1. By the auxiliary control panel

2. By the portable control box
group UP- DOMN toggle switch

3. By the manual override on the
four-way control valves

4. By a tow tractor and cable

Wien it is necessary to renove a
conmponent from the hydraulic
system you should cap or plug the
open lines to prevent foreign
matter contani nation.

1. True
2. Fal se

Which of the follow ng actions can
you take to isolate portions of the
JBD hydraulic systenf

1. Cose the shutoff valve between
the filter and the main
hydraul i ¢ punps

2. Cose the four-way valve
mani fol d shutoff valves

3. Cose the hydraulic cylinder
i solation valves

4. By doing any of the above, as
appropriate



4-12.

4-13.

4-14.

4-15.

4-16.

What is/are the advantage(s) of the
nose gear |aunch system over the
conventional launch systenf

1. It permits positive engagenent
of the aircraft to the catapult
2. It mininmzes the nunber of

personnel required to be near
the aircraft during hookup
operations
3. It permits automatic engagenent
of the aircraft to the catapult
4. Al of the above

Inserts in the NG guide track
ensure that the aircraft |aunch bar
nakes positive contact with which
of the follow ng conponents?

1. The slide

2.  The buffer hook actuator roller
3. The track sea

4. The soft-stop buffer

What conponent of the M 2 NG
system engages the aircraft

hol dback bar as the aircraft taxis
into position for |aunch?

1. The buffer hook

2. The slide

3.  The |aunch actuator reset
assenbl y

4.  The buffer cylinder

During NGL operation, when the
slide assenbly is forward, what
device holds the reset-assenbly
slider above the surface of the
gui de track deck housing cavity?

1. The slider actuating spring
2. The actuator assenbly

3. The buffer hook

4.  The shuttle spreader

Which of the following statements
best describes the NG shock
absorber assenbly?

1. A self-contained, sealed unit
that requires no nmintenance or
adj ustnent s

2. A hydraulically operated,
three-cylinder, buffer wunit

3. A hydraulically operated buffer
unit that uses tube orifices to
meter fluid flow

4, A piston-type accumul ator
ener gy absorber

4-17.

4-18.

4-19.

4-20.

4-21.

4-22.

What device controls the flow of
hydraulic fluid supplied from the
catapult hydraulic system to the
NG. buffer cylinder?

The NG dunmp val ves

The NG pilot valve

The NG val ve manifold

The NG buffer cylinder control
val ve

What type of nmintenance is
nornal |y acconplished by the
catapult and arresting gear crew
menber s?

1. St andard over haul

2. Special overhaul

3. | nternedi ate nai nt enance
4, Depot nmintenance

Mai nt enance tasks are assigned
according to the conplexity, scope,
and range of the work to be
per f or ned.

1. True
2. Fal se

Which of the following is NOT a
function of organizational
mai nt enance?

1. Inspection, operation, and
servicing as defined and
requi red by PMS

2. Corrective and preventive
mai nt enance

3. Record keeping and report
writing

4. Type 11l calibration of
desi gnat ed equi pnent

VWhat mai ntenance activity performs

type |1l calibration?

1. Organizational maintenance
2. Internediate naintenance

3. Depot maintenance

4.  Navy ASO

What authority sponsors and directs
t he ALREMP?

1. The Naval Air Systens Conmand
( NAVAI RSYSCOM)

2. The Chief of Naval Operations
(CNO)

3. Ships Parts Control Center
( SPCQ)

4,  The Navy Avi ation Mintenance
Support O fice (NAMSO



4-23.

4- 24,

4-25.

4-26.

VWhat authority is responsible for
the support of research, design,
devel opnent, testing, acquisition,

and |ogistic support of al

catapult and arresting gear

materials and associated equi prent?

1.  The CNO

2.  NAMSO

3. The Naval Air Warfare Center
(NAVO)

4. COWNAVAI RSYSCOM

In the V-2 maintenance

organi zation, who has the authority
to certify that maintenance actions
have been completed and that the
equi prent can be returned to an
operational status?

1. The division officer or
mai nt enance of fi cer

2. The catapult officer or
recovery officer

3.  The mintenance officer or
mai nt enance control chief

4,  The maintenance officer only

Wi ch of the follow ng personnel
are responsible for the day-to-day
operations of the work center, the
nom nation of qualified personnel
to be collateral duty inspectors,
and the assignnent of work center
personnel to specific nmaintenance
t asks?

1.  The maintenance officer, work
center group supervisors, and
work center supervisors

2. Work center group supervisors
and work center supervisors
only

3. Wbrk center group supervisors,
the QA work center supervisor,
and the nmmintenance support
work center supervisor

4. The maintenance officer, the
mai nt enance control chief, and
work center group supervisors

Wi ch of the following VIDS boards

provides information pertaining to

the divisions's overall nmaintenance

status?

1.  The maintenance support work
center board

2. The Quality Assurance work
center board

3. The nmintenance control work
center board

4, The material control work
center board
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4-27.

4-28.

4-29.

4-30.

A total of how many infornmation
di splay columms are required on
both the mai ntenance control and

all other work center VIDS boards?
1. Seven

2. Si x

3. Five

4, Four

For what reason(s) nust a casualty

report (CASREP) be subnitted for
j obs that are displayed in either
the AWM or AWP col ums of a VI Ds
boar d?

1. To report that naintenance
cannot be perfornmed or
conpl eted due to operational
conmitnents or time restraints

2. To report that nmmintenance or
repair cannot be made or
conpl eted due to a lack of
nmai nt enance capability or
availability of parts or
materi a

3. To report that maintenance has
been conpl eted and i nspected
and that only a functional test
remains to be perforned

4, To report that all division
mai nt enance has been conpl et ed
and that all equipnment is
operationa

non-

What color is used to indicate
limted capability on the

Mai nt enance Action Form (MVAF)
cards?

1. Bl ue

2. Red

3. Bl ack

4.  Yell ow

On the MAF card, what color is used
to indicate the equipnent is out of

commi ssi on?

Yel | ow
Red

Bl ack
Bl ue

B



4-31. The priority section of the MAF 4-37.
card can be color coded to indicate
t he mai ntenance status and
operational capability of specific
equi prent. What status is
indicated if no color code is used
in the priority section?
1.  The equi pnment is out of
conmmi ssi on
2. The equiprment may be used, but 4- 38.
has only limted capability
3. The mai ntenance is routine and
does not affect equipnent
capability
4,  The maintenance has been
conpl eted and the equi prent
only needs a functional check
to be returned to ful
operational capability
4-32. On the MAF card, what color is used 4-39.
for a conpleted nmaintenance action
awai ting a functional check?
1. Blue
2. Red
3. Black
4. Yel | ow
I N ANSVERI NG QUESTI ONS 4- 33 THROUGH 4- 36,
SELECT FROM COLUMN B THE SECTI ON OF THE 4-40.
ALRE MAI NTENANCE ACTI ON FORM THAT WOULD
CONTAI N THE | NFORVATI ON LI STED I N
COLUW A
A. | NFORMATI ON B. SECTI ONS
4-33. Used to docunent 1. Section
tool contro
procedur es 2. Section Il
4- 34, Cont ai ns equi prent 3. Section VII 4-41.
i dentification
i nformati on 4. Section VI
i ncludi ng the
equi pnment noun
name and equi pnent
i dentification
code
4-35. Contains the job 4-42.
start and stop
dat es
4- 36. Contains infornation

concerni ng the usage
of parts or material

22

What copy, if any, of the conpleted
ALRE MAF is retained by the

mai nt enance responsi bl e work
center?

1. One
2. Two
3. Three
4, None

Who is responsible for updating and
mai ntai ning the work center
mai nt enance requirenment status

boar d?
1. The nuaintenance control chief
2.  The work center group
supervi sor
3.  The maintenance control officer
4,  The work center supervisor

What is the primary role of the V-2
mai nt enance support branch?

1. To manage the division tool
control program

2. To provide technical expertise
to operating work centers

3. To reduce nman-hours required to
conpl ete rmaintenance tasks

4,  To manage the division nman-hour
accounting program

When the Mintenance Support (M)
branch assigns personnel to assi st
i n mai ntenance perforned by the
operating work center, who
docunments the M5 man-hours?

1. Mintenance Contro

2. Maintenance Support

3. The QA branch

4, The operating work center

The tool control program was
established to reduce the potential
of tool-related foreign object
damage and to reduce the cost of

t ool replacenent.

1. True

2. False

Which of the following is NOT a
benefit of the tool contro

pr ogr anf?

1 Reduced tool replacement costs
2. Reduced equipnent failures

3.  Reduced tool pilferage

4 Assurance of tool availability

to perform maintenance



4-43.

4-44,

4- 45,

4- 46.

4-47.

4-48.

Detailed information concerning the
ALRE TCP can be found in what
publication?

1. NAEC M scell aneous Report
51/ OR732

2. NAEC Report No. CD 1025

3. NAVAIR 80R-14

4. OPNAVI NST 4790. 4B

The achi evenent of a properly
functioning quality assurance
program exhi bits which of the
followi ng characteristics?

1. The program is managed by the
mai nt enance control officer,
mai nt enance control chief, and
work center group supervisors

2. Elimnates unnecessary man-hour
and dollar expenses

3. Uses prevention, know edge, and
special skills

4. Stresses the gathering and
mai nt ai ni ng of information on
qual ity assurance

What is the basis of nmintenance
and operational decisions through
the Quality Assurance (QA) progranf?

Menor y

I ntuition

Factual data

The mmi ntenance officer’s
experience

SN

Wien it is necessary to augnent the
QA branch with Collateral Duty QA

i nspectors (CDQAIS) for nore than
90 days, who nust approve the

conti nued augnentation?

The nmintenance officer
The division officer
The commandi ng of ficer
The type commander

Who is nmost directly concerned
with, and responsible for, quality
i n wor kmanshi p?

1. The mai ntenance of ficer

2. The assigned quality assurance
i nspect or

3. The work center supervisor

4. The equipment operator

When it becomes necessary to
augment the quality assurance
branch with CDQAls, they must be
designated in witing by which of
the following officers?

The commandi ng of ficer

The air departnment officer
The V-2 division officer
The V-2 maintenance officer

o=

4-49,

4-50.

4-51.

4-52.

4-53.

CDls are designated in witing by
which of the follow ng officers?

The air departnment officer
The executive officer

The commandi ng of ficer

The maintenance officer

PR

How often are work center audits
conduct ed?

1.  \Weekly

2. Monthly

3. Quarterly

4.  Sem -annual | y

Which of the following duties is
NOT a responsibility of the quality
assurance branch?

1. To prepare maintenance
i nstructions

2. To provide technical assistance
to collateral duty inspectors

3.  To manage the dispersed
techni cal publications
l'ibraries

4. To develop audit checklists

VWhat type of audit is conducted to
eval uate a specific maintenance
task?

Work center audit
Speci al audit
Internal audit

Type commander audit

B

The quality assurance branch uses
special audits for which of the
followi ng reasons?

1. To evaluate the overall quality
of performance of each work
center

2. To evaluate tool contro
program conpliance

3. To nonitor prograns
specifically assigned to the QA
branch for nonitoring

4. To establish follow up
procedures to ensure that
previous audit discrepancies
have been corrected
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